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Solar Powered 

Industrial Wall Fan



Why Energy Consumption is Critical

because of the 

horribly high 

ELECTRICAL COST

reduces economic 

benefits

Good ventilation environment is 

beneficial to human and animal 

crowds

But why the ventilation system is 

often turned off?



Our Solution to Energy Consumption

Direct drive, No belt pulley

No maintenance, No electricity bill

Get product cost refund within 3 years

½  energy consumption than normal fan

36V low voltage input / output for better safety

Easy-operate pure DC solar system without inverting

Strong fan heart, the unique waterproof DC brushless motor

Smart controller switch backup energy in when sunlight is weak

Regular Electricity Consumed Ventilators

Work Time
Product Cost

(USD)

Product Cost + Annual Electricity Costs

(USD)

1st year 2nd year 3rd year

8H $276 $714 $1152 $1590

24H $276 $1590 $2904 $4218

New Type Solar Powered Air Exhaust Fans

Work Time
Product Cost

(USD)

Product Cost + Annual Electricity Costs

(USD)

1st year 2nd year 3rd year

8H $1197 $1197 $1197 $1197

24H $1286 $1548.8 $1811.6 $2074.4

VS

Get your bill paid by free solar energy 

within 1 year!

• Based on electricity price 0.15USD/kWh. Yours costs may vary based on location and electricity rates.
• Solar DC fan energy consumption 300W and normal AC fan 1000W 

Daily electricity cost 0-0.72USD only

Daily electricity cost 1.2-3.6USD



We create New Power Mode

There’s no doubt about the rich solar energy on these 

large roofs.

To drive the large fans, it needs huge solar powering & 

inverting system material/installation/maintenance cost 

becomes headache again.

Now forget about the old ways

And let’s see how  DC solar fan can do



• “helicopter” blades, runs strong and even airflow

• Indestructible IP68 waterproof motor, powerful and stable

• One panel, one fan, plug 

and play installation; 

• no need huge solar system 

-save space, labor cost, 

equipment amount and the 

subsequent maintenance 

cost



Specifications

SN2013022 Day Type

<Solar panel direct>

• 1.2x1.2m large size with powerful winding ability

• Powered by 440W solar panel at day;

• ½  energy consumption than normal fan

• 15 years’ 0 pay for electricity

① SOLAR PANEL: 1pcs Monocrystalline solar panel that powers fan direct

Size: 2094x1038x35mm ，440W，Vmp：40.95V，Imp：10.75A

② FAN: size 1220*1220*350mm, galvanized steel housing

8pcs of aluminum blades, dia. 1110mm

36V IP68 waterproof brushless DC motor

Working Efficiency: Up to 32,319CMH under intense sunlight

③ MOTOR DRIVER WIRING Input poles-solar panel; Output pole-motor

POWER MODE: sunny day-solar energy; cloudy day-take use of all solar output 

PACKING/LOADING: 1 set/2 wooden cases/0.9cbm (83 sets/40’HQ)



Specifications

SN2016011 Day&Night Type

<24H running type>

• 1.2x1.2m large size with powerful winding ability

• Powered by 440W solar panel at day; 0 cost

• Auto switch by controller and keep running powerfully joint with power supply‘s backup even when cloudy;

• Non stopped at night with energy cost no more than 280W from AC grid;

• Half  energy consumption than normal fan

① SOLAR PANEL: 1pcs Monocrystalline solar panel that powers fan direct

Size: 2094x1038x35mm ，440W，Vmp：40.95V，Imp：10.75A

② FAN: size 1220*1220*350mm, galvanized steel housing

8pcs of aluminum blades, dia. 1110mm

36V IP68 waterproof brushless DC motor

Working Efficiency: 32,319CMH all day assisted with AC/DC back up power supply

③ CONTROLLER&MOTOR DRIVER: Input poles-solar panel+power supply; Output pole-motor

The smart controller is like a tiny computer and keeps monitoring the output of solar panel and 

switches in the back-up power to assist automatically, which makes sure the fan working powerfully but not 

any solar energy wasted.

④ MEANWELL POWER SUPPLY: Input 100-240V~ 3.5A, 277V~ 1.45A; Output: 36V 8.9A 320.4W

Transfer high volt AC power to 36V low volt DC power to back-up the fan working when it’s cloudy 

or at night

POWER MODE: sunny day-solar energy; cloudy day-solar+AC; night-AC

PACKING/LOADING: 1 set/2 wooden cases/0.9cbm (83 sets/40’HQ)



*The hereby lifespan & warranty

terms are based on the product be 

used in regular environment, but 

not in those too humid or extreme 

condition places with acid and 

alkali corrosive gas / liquids.

Warranty

Product Part Designed lifespan Warranty

Metal Casing 20 Years 15 Years

Solar Panel 25 Years 15 Years

Brushless DC Motor Over 10 Years 5 Years

AC/DC Power Adapter 8 Years 5 Years

Battery 8 Years 2 Years
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OEM your unique Solar Exhaust Fans:

Simply tell us your requirements, we’ll help you to turn all kinds of regular electric 

industrial fans into cost-free solar exhaust fans!

Let the Sun pay all Bills for You!


